Polycom IP6000 Soundstation           (Local 192.168.2.102)

[image: image1.png]£ Polycom - Soundst

tion IP. G

nfiguration Utility - Windows Inte

t Explores
Explorer

- 5]

&) hitp:/192.168.2.102}timeConf.him

9] (4] [] [coede

28]

Go-

Ble Edt Vew

Favorkes  Tools _tielp

woogle

G-

socknarisw [esblodked | check N Aok + |11 [shSendtor

Vet & -

@ setings~

% g | @roycom -soundstaton  Coniuration ity

o -

& -k

Page - Taok ~

Synchronization

‘SNTP Servr north-america.pool.ntp.org

GuTOffset| 8 v

SNTP Resync Period | 86400

Daylight Savings

Daylight Savings [ (-

Fixed Day| o

Starthontn[| March v

Start Date

08 v

Start Time [ 02:00 v

StartDay of Week| Sunday v

Start Day Last In Honth o

November v

Stop Month

Stop Date

Stop Time

Stop Day of Week|| Sunday v

Stop Day LastIn Month o
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 Set time first
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POLYCOM Soundstation IP Configuration
" Home General Network Line

SIP Configuration Parameters:
Servers Local Settings

Outbound Proxy

Address | 192.168.2.91

Port] 5060

Transport|| UDPonly v,

Server 1

Address | 192.168.2.91

Port] 5060

Transport|| UDPonly v,

Expires | 60

Reagister[ 1

Retry Time out| 0

Retry Max Count | 0
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SIP/Outbound Proxy and Server 1
Address:  Local IP number of IPitomy switch
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Line Parameters:

Line 1

Identification

Display Name | 304

Adaress | 304

Auth UserID | 304

Auth Password

Label | Conference

Type |

Third Party Name

Num Line Keys

Calis PerLine | 1

Server 1

Address | 192.168.2.91

Port] 5060

Transport|| UDPonly v,

Exires | 600 8
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Auth Password is copy and paste from IPitomy station, SIP Password
Label shows up on phones LCD

Server 1 address is IP of the IPitomy system
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‘Advanced
Advanced Settings

SIP Password:  [QShg0 Generate Mailbox: 304

Location. Attach to Email Yes @ No O NA O
NAT. Delete After Emailing: Yes O No ©® NA O
Host: Tum Old After Emailing Yes O No ®

Phone Type: Say Caller ID: Yes @ No O NA O
Phone MAC: Allow Review: Yes O No ©® NA O
Qualiy: Allow Operator: Yes @ No O NA O
DTMF Mode: info v Play Envelope Message: ~ Yes ® No O NA O
User Type: Friend Auto Delete Voicemailin: [0 days

Call Limit: 99 ()

Can Reiniite: O Yes O No ® NA

Insecure: vey v

MusicOnHold Use System Default v/

Allow Codecs. Calling Permissions.
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