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Aastra 536M - 560 M User guide
<!-- FI:INDEX-START -->{{FileIndex |index=your connection the world key features and benefits: flexible both 536m 560m modules are equipped with led status indicators supportavarietyofprogrammablefeaturesincludingline,speeddial,busylamp field bridged line appearance shared call not disturb. simplified deployment sharing power signaling series phone expansion can easily added without additional installation wiring expense configuration via webui file from phone. expandability three used models 55i 57i ct, offering keys growing businesses start single module add more their needs increase Â» aastra offer increased control flexibility two designed sip telephones either telephone create powerful feature rich console option share eliminating need for receptionists administrative assistants center agents users executives who monitor manage large volume calls regular basis provide intelligent choice all enterprise environments. highlights* lines over appearances sca bla) busy lamp blf) programmable speed dials custom xml support park pickup directory callers log disturb flash availability dependant telephony systems physical (6.1â€�w 7.8â€�d 1.8â€�h) â€“ position footstand height adjustment wall mountable separate supply required display indicator indication 144x128 pixels graphical lcd only) soft white backlight user comfort any lighting environment configurable always off auto saving) ledâ€™s softkeys ledâ€™s. hardkeys access screens available keys. compatible scalability 57i, connect per supported model â€¢ regulatory rohs compliant weee 2002/96/ec) mark 89/336/eec emc directive 73/23/eec low voltage directive) fcc part class ices-003 as/nzs en55022 cispr22 en55024 safety can/csa c22.2 60950-1 scheme package contents attached cord paper sheet label mounting screws numbers a1736-0000-10-55 universal 536m) a1760-0000-10-55 560m) technical specifications www.aastratelecom.com rev 03/07 copyright technologies ltd.all rights reserved.information this document subject change notice telecom assumes responsibility errors that may appear product capabilities described pertain solely telecomâ€™s marketing activities u.s canada.availability other markets vary. snow blvd concord,ontario,canada,l4k 4n9 sales@aastra.com  }}<!-- FI:INDEX-ENDE -->
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